
NEW ZEALAND

PORTABLE
CONVEYOR

Parts and Accessories

Continues over…

n  3M40P-1:
3m long, 40cms wide  
with a plain belt and  
one motor

n  3M40C-1:
3m long, 40cms wide  
with a cleated belt  
and one motor

3M40C-2:
3m long, 40cms wide  
with a cleated belt  
and two motors

3M40C-1HP:
3m long, 40cms wide with a  
20mm cleated belt and one  
high power motor

n  3M52C-2: 
3m long, 52cms wide  
with a cleated belt and two  
motors. The 3M52C-2 which can move  
around twice the volume of the 3M40.

MINIVEYORS
ARE SUPPLIED  

WITH AN 
INTERCONNECTION

CABLE AND  
BACK STOP AS 

STANDARD

Backstop

Interconnection cable

Inline Control Box

Termination Plug

Owner’s Handbook

CONTROL BOXES 
We offer two versions: “Original” manufactured with standard electrical components for easy maintenance/servicing 
or “In Line” with fitted cables and heavy duty printed circuit board. Always supplied with belt adjusting tool, operator’s 
handbook and terminator plug.

USING THE SLAVE BOX 
This layout shows how the slave boxes work 
in conjunction with the control box, in a line of 
Miniveyors. Miniveyors can be used to move 
material over long distances, and we have been 
asked for installations of 100 metres and more. 
With long Miniveyor installations that can disappear 
round corners, it may be more convenient and 
safer if all the Miniveyors are started from one 
position and stopped from any position. A Control 
Box can start and stop all connected Miniveyors, 
and subsequent Slave Boxes can stop all 
connected Miniveyors.

3kW
3kW
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LOADING ACCESSORIES

M i n i v e y o r  •  A c c e s s o r i e s

LOADING

Hand Loading Hopper

For two people loading by hand and can be used with 2 x 2 metre

side extensions.

Minidigger Hopper

For loading by Minidigger and includes 2 x 2 metre side

extensions.

Double Miniveyor Hopper

The double hopper runs two Miniveyors side by side; doubling output.

Side Extensions
If you load with a Minidigger,  40cm deep side

side extensions are essential.  extensions for Skid Steer

2.0 metre MVA-070400 loading MVA-070120

3.0 metre MVA-070480

Accessories - we have developed a range of accessories to make your job easier.

SETTING UP

6 Metre Kit

A kit to convert 2 x 3 Metre Miniveyors into 1 x 6 metre length.

 MVA-07300K
Clamp Kit

For linking two x 3 metre Miniveyors together in about 60

seconds. MVA-073010

3kW

Terminator Plug

3kW6
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SETTING UP 

n   CLAMP KIT
For linking 2 x 3 metre 
Miniveyors together in about 
60 seconds. MVA-073010

n   METRE KIT
A kit to convert 2 x 3 Metre 
Miniveyors into 1 x 6 metre 
length. MVA-07300K
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n   HAND LOADING HOPPER
For two people loading by 
hand and can be used with  
2 x 2 metre side extensions.

n   MINIDIGGER HOPPER
For loading by Minidigger and 
includes 2 x 2 metre side extensions.

n   DOUBLE HOPPER
The double hopper runs two Miniveyors 
side by side; doubling output.

n   SIDE EXTENSIONS
If you load with a Minidigger,
side extensions are essential.
2.0 metre MVA-070400
3.0 metre MVA-070480

40cm deep side
extensions for 
Bobcat loading 
MVA-070120

M i n i v e y o r  •  A c c e s s o r i e s

Support Feet Kit

Enables three Miniveyors to be supported from ground level to the

next floor level, using the scaffold tube location hole.

Slave Box

The Slave control Box enables additional Miniveyors to be

connected in-line, whilst stop/start control is from the Control Box.

An additional power supply is required.

Emergency Stop Box
This enables emergency stopping of all connected Miniveyor units

and can be connected at any point in the system. 110V MVA-

020600  230VMVA-021000

Electrical Safety Test Cable
For safety testing of all the 110 Volt Miniveyors and Control Box.

The cable enables connection to electrical safety testing machine

with a 3 pin, 110 volt socket. MVA-02740T

Reversing Cable
This can be fitted between the control box and the first Miniveyor

and will reverse the direction of all the connected Miniveyors.

110V - MVA-02745R 230V - MVA-01205R

W h e e l s
A set of wheels enables one person to move units by themselves,

particularly useful when collecting them from site.

SERVICING

Belt Adjusting Tool
For adjusting the Miniveyors belt tension, with

the cam adjusters. MVT-000100

Belt Jointing Machine
A special tool for fitting the stainless steel

fasteners to the end of the belt, we also supply a

large T square for accurately cutting the belt at

90 degrees. Important, the stainless steel

fasteners MVB-011130 are supplied in boxes of

12, suitable for 6 belts.

USING THE SLAVE BOX

This layout shows how the slave boxes work in conjunction with the

control box, in a line of Miniveyors. Miniveyors can be used to move

material over long distances, and we have been asked for installations

of 100 metres and more. With long Miniveyor installations that can

disappear round corners,  it may be more convenient and safer if all

the Miniveyors are started from one position and stopped from any

position. A Control Box can start and stop all connected Miniveyors,

and subsequent Slave Boxes can stop all connected Miniveyors.

7
3kW

Inline Control

Box

n   SUPPORT FEET KIT
Enables 3 x Miniveyors to 
be supported from ground 
level to the next floor level, 
using the scaffold tube 
location hole.

M i n i v e y o r  •  A c c e s s o r i e s

Support Feet Kit

Enables three Miniveyors to be supported from ground level to the

next floor level, using the scaffold tube location hole.

Slave Box

The Slave control Box enables additional Miniveyors to be
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Box

n   SLAVE BOX
The Slave Control Box enables 
additional Miniveyors to be
connected in-line, whilst 
stop/start control is from the 
Control Box. An additional 
power supply is required.
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Support Feet Kit

Enables three Miniveyors to be supported from ground level to the

next floor level, using the scaffold tube location hole.

Slave Box

The Slave control Box enables additional Miniveyors to be

connected in-line, whilst stop/start control is from the Control Box.

An additional power supply is required.

Emergency Stop Box
This enables emergency stopping of all connected Miniveyor units

and can be connected at any point in the system. 110V MVA-

020600  230VMVA-021000

Electrical Safety Test Cable
For safety testing of all the 110 Volt Miniveyors and Control Box.

The cable enables connection to electrical safety testing machine

with a 3 pin, 110 volt socket. MVA-02740T

Reversing Cable
This can be fitted between the control box and the first Miniveyor

and will reverse the direction of all the connected Miniveyors.

110V - MVA-02745R 230V - MVA-01205R

W h e e l s
A set of wheels enables one person to move units by themselves,

particularly useful when collecting them from site.

SERVICING

Belt Adjusting Tool
For adjusting the Miniveyors belt tension, with

the cam adjusters. MVT-000100

Belt Jointing Machine
A special tool for fitting the stainless steel

fasteners to the end of the belt, we also supply a

large T square for accurately cutting the belt at

90 degrees. Important, the stainless steel

fasteners MVB-011130 are supplied in boxes of

12, suitable for 6 belts.

USING THE SLAVE BOX

This layout shows how the slave boxes work in conjunction with the

control box, in a line of Miniveyors. Miniveyors can be used to move

material over long distances, and we have been asked for installations

of 100 metres and more. With long Miniveyor installations that can

disappear round corners,  it may be more convenient and safer if all

the Miniveyors are started from one position and stopped from any

position. A Control Box can start and stop all connected Miniveyors,

and subsequent Slave Boxes can stop all connected Miniveyors.

7
3kW

Inline Control

Box

n   EMERGENCY STOP BOX
This enables emergency 
stopping of all connected 
Miniveyor units and can be 
connected at any point in the 
system.  230VMVA-021000
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Support Feet Kit

Enables three Miniveyors to be supported from ground level to the

next floor level, using the scaffold tube location hole.

Slave Box

The Slave control Box enables additional Miniveyors to be

connected in-line, whilst stop/start control is from the Control Box.

An additional power supply is required.

Emergency Stop Box
This enables emergency stopping of all connected Miniveyor units

and can be connected at any point in the system. 110V MVA-

020600  230VMVA-021000

Electrical Safety Test Cable
For safety testing of all the 110 Volt Miniveyors and Control Box.

The cable enables connection to electrical safety testing machine

with a 3 pin, 110 volt socket. MVA-02740T

Reversing Cable
This can be fitted between the control box and the first Miniveyor

and will reverse the direction of all the connected Miniveyors.

110V - MVA-02745R 230V - MVA-01205R

W h e e l s
A set of wheels enables one person to move units by themselves,

particularly useful when collecting them from site.

SERVICING

Belt Adjusting Tool
For adjusting the Miniveyors belt tension, with

the cam adjusters. MVT-000100

Belt Jointing Machine
A special tool for fitting the stainless steel

fasteners to the end of the belt, we also supply a

large T square for accurately cutting the belt at

90 degrees. Important, the stainless steel

fasteners MVB-011130 are supplied in boxes of

12, suitable for 6 belts.

USING THE SLAVE BOX

This layout shows how the slave boxes work in conjunction with the

control box, in a line of Miniveyors. Miniveyors can be used to move

material over long distances, and we have been asked for installations

of 100 metres and more. With long Miniveyor installations that can

disappear round corners,  it may be more convenient and safer if all

the Miniveyors are started from one position and stopped from any

position. A Control Box can start and stop all connected Miniveyors,

and subsequent Slave Boxes can stop all connected Miniveyors.

7
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Inline Control

Box

n   REVERSING CABLE
This can be fitted between 
the control box and the first 
Miniveyor and will reverse the 
direction of all the connected 
Miniveyors. 230V - MVA-01205R
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Support Feet Kit

Enables three Miniveyors to be supported from ground level to the

next floor level, using the scaffold tube location hole.

Slave Box

The Slave control Box enables additional Miniveyors to be

connected in-line, whilst stop/start control is from the Control Box.

An additional power supply is required.

Emergency Stop Box
This enables emergency stopping of all connected Miniveyor units

and can be connected at any point in the system. 110V MVA-

020600  230VMVA-021000

Electrical Safety Test Cable
For safety testing of all the 110 Volt Miniveyors and Control Box.

The cable enables connection to electrical safety testing machine

with a 3 pin, 110 volt socket. MVA-02740T

Reversing Cable
This can be fitted between the control box and the first Miniveyor

and will reverse the direction of all the connected Miniveyors.

110V - MVA-02745R 230V - MVA-01205R

W h e e l s
A set of wheels enables one person to move units by themselves,

particularly useful when collecting them from site.

SERVICING

Belt Adjusting Tool
For adjusting the Miniveyors belt tension, with

the cam adjusters. MVT-000100

Belt Jointing Machine
A special tool for fitting the stainless steel

fasteners to the end of the belt, we also supply a

large T square for accurately cutting the belt at

90 degrees. Important, the stainless steel

fasteners MVB-011130 are supplied in boxes of

12, suitable for 6 belts.

USING THE SLAVE BOX

This layout shows how the slave boxes work in conjunction with the

control box, in a line of Miniveyors. Miniveyors can be used to move

material over long distances, and we have been asked for installations

of 100 metres and more. With long Miniveyor installations that can

disappear round corners,  it may be more convenient and safer if all

the Miniveyors are started from one position and stopped from any

position. A Control Box can start and stop all connected Miniveyors,

and subsequent Slave Boxes can stop all connected Miniveyors.

7
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Inline Control

Box

n   WHEELS
A set of wheels enables one 
person to move units by 
themselves, particularly useful 
when collecting them from site.
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Support Feet Kit

Enables three Miniveyors to be supported from ground level to the

next floor level, using the scaffold tube location hole.

Slave Box

The Slave control Box enables additional Miniveyors to be

connected in-line, whilst stop/start control is from the Control Box.

An additional power supply is required.

Emergency Stop Box
This enables emergency stopping of all connected Miniveyor units

and can be connected at any point in the system. 110V MVA-

020600  230VMVA-021000

Electrical Safety Test Cable
For safety testing of all the 110 Volt Miniveyors and Control Box.

The cable enables connection to electrical safety testing machine

with a 3 pin, 110 volt socket. MVA-02740T

Reversing Cable
This can be fitted between the control box and the first Miniveyor

and will reverse the direction of all the connected Miniveyors.

110V - MVA-02745R 230V - MVA-01205R

W h e e l s
A set of wheels enables one person to move units by themselves,

particularly useful when collecting them from site.

SERVICING

Belt Adjusting Tool
For adjusting the Miniveyors belt tension, with

the cam adjusters. MVT-000100

Belt Jointing Machine
A special tool for fitting the stainless steel

fasteners to the end of the belt, we also supply a

large T square for accurately cutting the belt at

90 degrees. Important, the stainless steel

fasteners MVB-011130 are supplied in boxes of

12, suitable for 6 belts.

USING THE SLAVE BOX

This layout shows how the slave boxes work in conjunction with the

control box, in a line of Miniveyors. Miniveyors can be used to move

material over long distances, and we have been asked for installations

of 100 metres and more. With long Miniveyor installations that can

disappear round corners,  it may be more convenient and safer if all

the Miniveyors are started from one position and stopped from any

position. A Control Box can start and stop all connected Miniveyors,

and subsequent Slave Boxes can stop all connected Miniveyors.
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n   BELT ADJUSTING TOOL
For adjusting the  belt tension, with the 
cam adjusters. MVT-000100

n   BELT JOINTING MACHINE
A special tool for fitting the stainless 
steel fasteners to the end of the 
belt, we also supply a large T square 
for accurately cutting the belt at 90 
degrees. Important, the stainless steel 
fasteners MVB-011130 are supplied in 
boxes of 12, suitable for six belts.

SERVICING


